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INSTALLING THE TRIM - TRIM PLATE SIZE AND SHAPE MAY VARY - ILLUSTRATION ONLY

 

Insert trim plate

Align Trim plate till it is straight

Insert adaptor base and tighten Insert centering knob & screws

7



Caliberate cartridge before inserting temperature
handle. Red marks must align.
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INSTALLING THE TRIM - TRIM PLATE SIZE AND SHAPE MAY VARY - ILLUSTRATION ONLY

 

Insert diverter handle. Tighten hex screw & insert 
cover button. Make sure the diverter is set to the 
“OFF” marking before your begin

Remove anti-scald temperature ring

Caliberate cartridge before inserting temperature
handle. Red marks must align.

Correctly re-insert anti-scald temperature ring in the 
right position
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INSTALLING THE TRIM - TRIM PLATE SIZE AND SHAPE MAY VARY - ILLUSTRATION ONLY

 

Insert temperature handle. Tighten hex screw & 
insert cover button

This photo shows a completely installed trim
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The button on the temperature handle is an anti
scald feature. In order to rotate the handle further
to “HOT” the button must be pressed



REPLACING THE VOLUME CARTRIDGE
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REPLACING THE THERMOSTATIC CARTRIDGE

 
1. Remove Anti-Scald Ring

2. The temperature cartridge can be 
removed easily in one operation by 
using a spanner.

1. Remove Threaded Rod using a spanner

2. Remove cartridge by turning with a span-
ner and pulling out with a pair of pliers. 
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REPLACING THE SUPPLY STOPS
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In order to remove the supply stops do not twist the 
screw in the middle of the supply stop

Use a spanner to twist in the shown position and
remove supply stop
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INSTALLING EXTENSIONS TO THE VALVE - OPTIONAL

 

Install diverter extension kit - 3 Pieces as shown
above

Remove anti scald temperature ring

Install temperature extension piece as shown
above. Tighten Screw 
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Reinsert anti scald temperature ring
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Clean Filters

Check For Dirt

CARTRIDGE CLEANING & MAINTENANCE

Thermostatic Cartridge:

Inspect O-rings

CARTRIDGE CLEANING & MAINTENANCE

Volume Control Cartridge:

Check For Dirt


